
Wirelessly control any make or type of luminaire

Building Light Control 

Luminaire mountable mini Hi Bay PIR

Product Sheet

The Mymesh add-on Hi Bay PIR is designed to be
fitted into a luminaire casing providing a highly
sensitive presence sensor that connects easily to
the Micro BLC for high locations up to 17m. It
enables you to control a single or group of nodes
(e.g. lighting fixtures or blinds) based on the
presence of occupants. 

Simply plug it in, commission the micro BLC with
the preferred settings and start using the sensor
to your liking. A grommet is supplied to fit into a
12mm diameter cut out hole, which the PIR then
is pushed into and is held in place

Installation
• Connect to Mymesh micro-BLC via a plug
and play 500mm Mymesh approved lead
assembly.
• install in the luminaire /panel.

Technical
Electrical
• powered by micro-BLC

IP rating
IP20

Cable length
500mm plug and play cable harness

Detection
• PIR Slight motion detection type 
• Typical installation height or up to 17m with slow
movement speed
• Range: Movement speed: 1.0m/s 12m diameter
ground coverage
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Hole cut-out
12.00mm hole in panel

PIR Size

Part Code
BLC.6402.002PL – Hi Bay PIR Slight motion detection type

A smarter way to connect your building 

Mymesh
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